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Capacity Type Swivel Jib length Console height Crab drive Swivel drive Own
range weight

(kg) (°) (mm) (mm) (kg)

50 WSK- 180 2.000 ... 6.000 590 ... 680 manual manual 60 ... 120
75 WSK- 180 2.000 ... 6.000 590 ... 680 manual manual 60 ... 120
100 WSK- 180 2.000 ... 6.000 590 ... 680 manual manual 80 ... 160
125 WSK- 180 2.000 ... 6.000 590 ... 680 manual manuall 80 ... 160
250 WSK- 180 2.000 ... 6.000 630 ... 820 manual/electr. manual/electr. 220 ... 620
500 WSK- 180 2.000 ... 6.000 630 ... 820 manual/electr. manual/electr. 220 ... 620
1.000 WSK- 180 2.000 ... 6.000 780 ... 980 manual/electr. manual/electr. 530 ... 980

Wall Slewing Jibs

Crane Systems & Rigid Guiding Systems

For loads up to 500 kg extremely smooth aluminum profiles are available. The 
robust steel consoles with bush bearings and the special transport trolleys with 
large-dimensioned castors move loads effortlessly and rationalize the work 
processes. 

For higher loads stable steel tracks are being used which offer a high measure 
of stress with low bending. 

	 Smooth aluminum profile up to 500 kg

	 Highest operational safety by perfectly attuned parts

	 Stable and robust consoles with bush or ball bearings

 	 For higher loads electrical drives are available

	

Wall slewing jib with tube lifter VacuPowerlift

Slewing jib with ceiling suspension and aluminum jib

Wall slewing jib with 6 m of jib length and a carrying capacity of 250 kg

Wall slewing jib with 4 m of jib length and a carrying capacity of 500 kg

Wall Slewing Jibs in Action
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for Loads up to 1.000 kg and Jib Lengths up to 6 m
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Capacity Type Swivel Jib length Total height Crab drive Swivel drive Own
range weight

(kg) (°) (mm) (mm) (kg)

50 SSK- 270 2.000 ... 6.000 3.650 ... 3.720 manual manual 200 ... 300
75 SSK- 270 2.000 ... 6.000 3.650 ... 3.720 manual manual 200 ... 400
100 SSK- 270 2.000 ... 6.000 3.650 ... 3.720 manual manual 260 ... 800 
125 SSK- 270 2.000 ... 6.000 3.650 ... 3.720 manual manual 260 ... 1.100
250 SSK- 270 2.000 ... 6.000 3.650 ... 3.760 manual/electr. manual/electr. 400 ... 1.350
500 SSK- 270 2.000 ... 6.000 3.650 ... 3.810 manual/electr. manual/electr. 420 ... 1.600
1.000 SSK- 270 2.000 ... 6.000 3.560 ... 3.910 manual/electr. manual/electr. 420 ... 2.250

Column Slewing Jibs

Crane Systems & Rigid Guiding Systems

For loads up to 500 kg extremely smooth aluminum profiles are available. The 
robust steel consoles with bush bearings and the special transport trolleys with 
large-dimensioned castors move loads effortlessly and rationalize the work 
processes. 

For higher loads stable steel tracks are being used which offer a high measure 
of stress with low bending.

	 Smooth aluminum profile up to 500 kg

	 Highest operational safety by perfectly attuned parts

	 Stable and robust consoles with bush or ball bearings

 	 For higher loads electrical drives are available

	 Direct connection to the floor without intermediate plate

	 Mobile base plate for free installation and positioning with a 
	 forklift truck

	 Design with telescopic and arrestable column

Column slewing jib with chain hoist and VacuBoy for loading a laser cutting machine

Column slewing jib with chain hoist for 500 kg and 3m jib length

Column slewing jib with aluminum profile for tube lifter VacuPowerlift

Column slewing jib with mobile base plate for positioning with forklift truck

Column Slewing Jibs SSK in Action
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for Loads up to 1.000 kg and Jib Lengths up to 6 m


